In this communication, we demonstrate the use of neutron tomography for the structural characterization of iron meteorites. These materials prevalently consist of metallic iron with variable nickel content. Their study and classification is traditionally based on chemical and structural analysis. The latter requires cutting, polishing and chemical etching of large slabs of the sample in order to determine the average width of the largest kamacite lamellae. Although this approach is useful to infer the genetical history of these meteorites, it is not applicable to small or precious samples. On the base of different attenuation coefficient of cold neutrons for nickel and iron, neutron tomography allows the reconstruction of the Ni-rich (taenite) and Ni-poor (kamacite) metallic phases. Therefore, the measure of the average width of the largest kamacite lamellae could be determined in a non-destructive way. Furthermore, the size, shape, and spatial correlation between kamacite and taenite crystals were obtained more efficiently and accurately than via metallographic investigation.
Introduction
Iron meteorites are assumed to be the splinter portions of ancient asteroid's core that, after extensive melting, separation of the metal from the silicate and more or less rapid crystallization, went shattered by hypervelocity impacts. The overwhelming bulk composition of these meteorites consists of Fe-Ni alloys; i.e., kamacite (α-(Fe,Ni), BCC structure) and taenite (γ-(Ni,Fe), FCC structure). Minor minerals (sulphides, phosphides) may occur as accessory phases.
Traditionally, iron meteorites are classified based on their structures; i.e., the examination of the shape and size of the kamacite lamellae formed as consequence of exsolution from the taenite phase. The kamacite bandwidth is primarily dictated by the bulk chemical composition, i.e., nickel content, and the cooling rate; the higher the nickel content the faster the cooling rate is, the smaller the kamacite bandwidths are. A scheme of the structural classification is represented in Table 1 . Even though, nowadays, the chemical classification based on Ni, Ge, Ga and Ir content is preferred with respect to structural classification [2] , the two approaches support and agree with each other.
Other than for classification purposes, the study of the meteorite micro-and macro-structure can provide valuable information regarding the phenomena that happened after meteorite crystallization. For instance, plastic deformation and stresses or annealing processes (reheating) caused by impact shocks or movement of the overburden, affect the meteorite microstructure. It is well known that the same pristine material can present different features regarding the secondary stages of metamorphism suffered after crystallization.
Traditionally, structural data are obtained by means of metallographic investigations requiring cutting of large parts, if not all, of the sample. That is obviously not acceptable for unique or very rare samples. Furthermore, metallographic investigation is performed on randomly cut surfaces returning 2D images of a 3D distribution of metallic phases. Even if structural data are extracted by averaging the bandwidths obtained from mutually perpendicular sections and correction factors for single randomly oriented sections have been published [3, 4] , these methodologies invariably represent approximations of the real 3D crystal distribution.
Computed tomography (CT) is a method to acquire volumetric maps of the beam attenuation coefficient distribution of an object. The method has been principally developed for X-ray imaging for probing a sample interior, but it applies to neutrons as well. It uses radiographic projection images from many views to reconstruct the distribution of materials in the sample. Mostly, the projections are acquired with equiangular steps over either 180˝or 360˝to cover the whole sample. In the last decade, X-ray computed tomography (X-ray CT) has been successfully applied to the study of planetary materials, such as chondrites [5] [6] [7] [8] [9] [10] [11] [12] , stardust [13, 14] , and tektites [15, 16] .
Use of neutron computed tomography (NCT) is somewhere less common since the production of a parallel neutron beam of sufficient intensity and suitable energy range is technologically much more complex than an X-ray beam. Beamlines suitable for neutron tomography are few and began to appear at research facilities only in the late 1990s; thus, optimal imaging protocols are still under development. Contrast in NCTs is generated by local differences in the neutron cross section reflecting the elemental (and in some cases the isotopic) composition of the sample. Therefore, NCT investigations are preferentially performed for those objects where neutrons present higher contrast or provide a better sample penetration than conventional X-ray CT. Analogously to X-ray CT, NCT generate 3D datasets in which the specimen is represented by an array of volume elements or voxels, each of which is assigned a grayscale (or false color scale) that correlates with the neutron attenuation (or neutron transmissivity). To obtain the 3D feature of the object, the measurement of neutron transmissivity along different linear paths through the specimen are combined via a mathematical inversion process called reconstruction.
In principle X-ray CT and NCT, can be considered two complementary techniques; NCT is superior to X-Ray CT to study the interior of dense materials, such as large metallic items [17] [18] [19] [20] , characterized by large and quite similar X-ray absorption coefficients, impairing the determination of internal features. In spite of their utility to cope with problems that relate to Earth science, NCT studies of geologic materials are few [21] [22] [23] and, to the best of our knowledge, this technique has not been applied yet to planetary materials apart from a grain determination and phase distribution measurement performed by the same experimental team as the Mont Dieu meteorite [24] .
In this paper, we assess the suitability and usefulness of neutron computed tomography (NCT) to characterize the structural features of five different iron meteorites. The different attenuation capability (sum of neutron absorption and neutron scattering) of iron and nickel (see Table 2 ) allows to discern within the taenite (Ni-rich) and kamacite (Ni-poor) crystals. This capability was successfully used to reconstruct the 3D distribution, size, and shape of the kamacite lamellae. The structural data obtained by means of NCT, in non-destructive way, fully agree with literature data obtained via metallographic investigation. 
Materials and Methods

Materials
All the meteorite samples were provided by the Museo di Storia Naturale dell'Università degli Studi di Firenze (Florence, Italy). In particular, the following samples have been studied: Seymchan, Sikhote-Alin, Agoudal, Campo del Cielo, and Muonionalusta. Table 3 summarizes the data of the investigated samples that were analyzed, as received without any pretreatment or preparation. 
Methods
Two different experimental set-ups were tested; the Imaging with Cold Neutrons (ICON) beamline [26] at Swiss Spallation Neutron Source (SINQ) at the Paul Scherrer Institut (Switzerland) and the DINGO beamline [27, 28] at the Australian Nuclear Science and Technology Organisation (ANSTO, Lucas Heights, Australia). Details regarding the beamlines' properties and set-ups are reported below. It is important to mention here that the two beamlines use neutrons with different energies; cold neutrons were used at ICON (average wavelength of 3.1 Å), while thermal neutrons were employed at DINGO (wavelength distribution centered on 1.8 Å). Even if both the facilities allow kamacite and taenite discrimination, cold neutrons (ICON beam line) provide higher differences in signal attenuation, as the absorption cross-section scales linearly with the wavelength, resulting in a better image contrast.
In both cases, the projection images are acquired using a combination of a scintillator to convert the neutrons to visible light and a CCD camera and the transform of the projection data into a three dimensional image was performed using the Octopus code [29] for tomographic reconstruction.
Voxel resolution was 13ˆ13ˆ13 µm 3 in ICON and 25ˆ25ˆ25 µm 3 in DINGO. The obtained slices have been recomposed using the VGstudio code [30] . During the reconstruction process, virtual slices perpendicular to the rotation axis are produced. When these slices are stacked in a sequence, they form a three-dimensional volume image of the sample. The reconstructed volume data were visualized using three-dimensional rendering graphics software. Using such tools, regions can be segmented based on their attenuation coefficients and geometries, revealing details inside the sample in three dimensions. The peculiar characteristics of the two instrumental set-ups are described as follows.
Investigations using neutrons generally induce some sample activation due to the generation of radioactive nuclides from stable isotopes through neutron capture. However, neutron activation analysis measurements were carried out on the samples after a few first radiographies to make sure no radioactive isotopes with a long half-life would be formed during long neutron exposure times in NCT and the sample could be returned safely to the museum.
ICON Experimental Set-Up
ICON beamline at the the Paul Scherrer Institut is a dedicated beamline for imaging, with cold neutrons situated at beam port 52 around the SINQ spallation neutron source. The neutrons are generated by spallation of a lead target impinged by a quasi-continuous proton beam of 590 MeV and 1.5 mA. They are thermalized in a surrounding D 2 O tank at room temperature, with a smaller tank of liquid D 2 at 25 K. The transmitted neutron beam is converted into visible light using a scintillator, which is then guided via a mirror to a light-sensitive optical camera. For the experiments described above, a 100-µm thick 6 Li ZnS scintillator was used in combination with a DW434 CCD camera (Andor, Belfast, Northern Ireland) with 1024ˆ1024 pixels². During the tomographic scan, projections were acquired with an equiangular step of 0.576˝over 360˝and an exposure time of 100 s each.
Further details about the beamlines can be found in the literature [26] .
DINGO Experimental Set-Up
DINGO is located on the thermal beam HB-2, tangentially facing the 20 MW Open Pool Australian Lightwater (OPAL) reactor. A special feature of the instrument is the in-pile collimator place in front of the main shutter. The collimator offers two configurations, one for high speed and the other for high spatial resolution characterized by an L/D (Length to Diameter ratios) of 250 and 1000, respectively. A selector wheel allows setting one of the two and adjusting the beams size.
The high spatial resolution configuration was used for the neutron tomography analysis. The Andor IKON-L CCD camera (Andor, Belfast, Northern Ireland) was coupled with a 50-µm thick ZnS/ 6 LiF scintillation screen and a Makro Planar 100 mm lens (Carl Zeiss, Jena, Germany) to obtain a pixel size of 25 µm. During the tomographic scan, projections were acquired with an equiangular step of 0.576˝over 360˝and an exposure time of 110 s each.
Further details about the beamlines can be found in the literature [27, 28] . Figure 1 shows neutron transmission images of the meteorite samples investigated. Pixels of the material, characterized by large neutron attenuation are light, while the phases characterized by lower neutron attenuation (kamacite) are dark.
Results and Discussion
Tomographic dataset allow the 3D reconstruction of the samples. Videos of the rendered meteorites are presented in the Supplementary Materials (Videos S1 to S5).
In accordance with literature data, Agoudal, Sikote-Alin, and Campo del Cielo, present uniform internal structures. These meteorites are classified as coarsest or coarse octahedrites (see Table 1 ), which means that the kamacite crystals are larger than the investigated specimen (see Videos S1 to S3 in the Supplementary Materials). On the other hand, Seymchan is actually classified as pallasite (stony iron meteorite) with a coarse octahedrite metal phase [31, 32] . The volume rendered image of the kamacite phase as determined by NCT data clearly shows two types of crystals. The larger presents an averaged bandwidth of 2.8 mm, in agreement with the literature data. However, tiny (averaged bandwidth of 0.12-0.18 mm) exsolution lamellae are also detectable in the sample in the study (Figure 2A,B) . Video of the reconstructed axial section is available in the Supplementary Materials (Video S4).
Minerals 2016, 6, 14 data. However, tiny (averaged bandwidth of 0.12-0.18 mm) exsolution lamellae are also detectable in the sample in the study (Figure 2A,B) . Video of the reconstructed axial section is available in the Supplementary Materials (Video S4). Even more interesting results were obtained by the rendering of the Muonionalusta dataset. The meteorite is characterized by a fine octahedral arrangement of kamacite in the parent taenite crystal. The isosurface 3D plot of the kamacite lamellae displayed in Figure 3 shows the octahedral arrangement. Video of the reconstructed axial section is available in the Supplementary Materials (Video S5). data. However, tiny (averaged bandwidth of 0.12-0.18 mm) exsolution lamellae are also detectable in the sample in the study (Figure 2A,B) . Video of the reconstructed axial section is available in the Supplementary Materials (Video S4). Even more interesting results were obtained by the rendering of the Muonionalusta dataset. The meteorite is characterized by a fine octahedral arrangement of kamacite in the parent taenite crystal. The isosurface 3D plot of the kamacite lamellae displayed in Figure 3 shows the octahedral arrangement. Video of the reconstructed axial section is available in the Supplementary Materials (Video S5). Even more interesting results were obtained by the rendering of the Muonionalusta dataset. The meteorite is characterized by a fine octahedral arrangement of kamacite in the parent taenite crystal. The isosurface 3D plot of the kamacite lamellae displayed in Figure 3 shows the octahedral arrangement. Video of the reconstructed axial section is available in the Supplementary Materials (Video S5). From the rendered 3D image, it is possible to determine the average bandwhidth of kamacite lamellae that resulted in 0.23-0.28 mm. The size and shape of these lamellae, as well as their octahedral distribution, confirmed the structural classification of this meteorite as fine octahedrite.
These data assess the capability of NCT to determine the internal structure of metallic meteorites, allowing the 3D reconstruction of kamacite lamellae. For the instrumental set-ups, the applied neutron attenuation coefficients of iron and nickel results are different enough, allowing an unambiguous discrimination between Ni-rich (taenite) and Ni-poor (kamacite) phases.
Conclusions
The use of neutron computer tomography (NCT) allowed the detailed characterization of the interior of iron meteorites, clearly discerning between Ni-rich (taenite) and Ni-poor (Kamacite) metallic phases. The evaluation of the size and shape of the kamacite lamellae allows the structural classification of the meteorite without any damage to the sample. The data obtained by means of NCT agree well with classical metallographic investigation, demonstrating the capability of this technique to provide detailed structural information of this class of planetary materials. The capacity of NCT to cope with spatial (3D) relationships between taenite and kamacite grains would be potentially very profitable. This, firstly, allows the non-destructive structural classification of iron meteorites, and, secondly, but perhaps as important, to provide information regarding the secondary stages of metamorphism, such as impacts and reheating, the meteorites suffered over the eons of time after its formation. Author Contributions: S.C. and F.G. conceived and designed the experiments and analyzed the data; G.P. selected the samples based on their morphologic, chemical, and structural properties. S.P. performed the experiments of the ICON beamline with F.S. and F.G., while F.S. performed the experiments and analyzed the data of the DINGO beamline. All the authors contributed to the writing of the paper.
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